SIGNAL HEADS TO REMAIN EXISTING SIGNS TO REMAIN NEMA PHASING
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PHASING NOTES:
1. PHASES ASSOCIATED BY A SOLID LINE WILL NOT OPERATE CONCURRENTLY.
2. PHASES ASSOCIATED BY A DASHED LINE MAY/WILL OPERATE CONCURRENTLY.

CONSTRUCTION DETAILS

REMOVE AND DISPOSE OF EXISTING SIGNAL HEADS AND REPLACE WITH NEW
BLACK FACED HEADS AS SHOWN

INSTALL 2 IN. PVC ELECTRICAL CONDUIT SCHEDULE 80 (TRENCHED PRIOR TO
MEDIAN CONSTRUCTION)

INSTALL 6 FT. x 30 FT. LOOP DETECTOR ENCASED IN 's4 IN. FLEXIBLE
TUBING (3-6-3 TURNS) QUADRUPOLE TYPE

INSTAEE 8 FT. x 3 FT. LOOP DETECTOR ENCASED IN !4 IN. FLEXIBLE
TUBING (4 TURNS)TO BE INSTALLED BY OTHERS . THE CONTRACTOR
MUST COORDINATE THE INSTALLATION OF RED LIGHT CAMERA LOOPS
WITH CHAREES—TURNER—ATAPS—410—365—1547— MR. MIKE MESTER AT
DJR SIGNAL SYSTEMS (410)-442-1706.

INSTALL 24 IN. WHITE HEAT-APPLIED PERMANENT THERMOPLASTIC
PAVEMENT MARKING FOR STOP LINE

REMOVE AND INSTALL NEW ELECTRICAL HANDHOLE. CUT CLEAN AND
EXTEND EXISTING CONDUIT TO PROPOSED HANDHOLE

INSTALL 1 IN. LIQUID-TIGHT FLEXIBLE NON-METALLIC CONDUIT FOR DETECTOR
SLEEVE(S), SPLICE EXISTING 2-CONDUCTOR ALUMINUM SHIELDED ELECTRICAL
CABLE TO NEW LOOP WIRE

INSTALL ELECTRICAL HANDHOLE

INSTALL 1 IN. LIQUID-TIGHT FLEXIBLE NON-METALLIC CONDUIT FOR
DETECTOR SLEEVE

INSTALL MICROLOOP PROBE SETS

GENERAL NOTES

ALL UNDERGROUND AND OVERHEAD UTILITIES SHOWN ON THIS PLAN ARE SCHEMATIC
AND NOT CONSIDERED COMPLETE. THE CONTRACTOR SHALL BE RESPONSIBLE FOR
NOTIFYING ALL UTILITY COMPANIES PRIOR TO CONSTRUCTION SO THAT ALL UTILITIES
WILL BE LOCATED IN THE FIELD. THE CONTRACTOR SHALL NOTIFY THE PROJECT
ENGINEER IMMEDIATELY IF ANY CONFLICTS ARE PERCEIVED.

ADJUST SIGNAL HEADS AS NECESSARY
THE CONTRACTOR IS TO REMOVE ALL ABANDONED CABLE

THE COST TO EXTEND CONDUIT WILL BE INCIDENTAL TO THE COST TO INSTALL
A NEW ELECTRICAL HANDHOLE

THE CONTRACTOR SHALL BE RESPONSIBLE FOR INSTALLING THE SPLICE KITS FROM THE
EXISTING 2-CONDUCTOR (ALUMINUM SHIELDED) CABLE TO THE PROPOSED LOOP WIRE AT THE
EXISTING HANDHOLE. THERE WILL NO CHARGE TO THE STATE OF MARYLAND FOR THIS W
PART OF THE PROJECT BY THE CONTRACTOR.

THE CONTRACTOR SHALL INSTALL THE LOOP DETECTORS BEFORE THE FINAL SURFACE

IS INSTALLED. 5 e
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